





Interact with Info
Intuitively

The large 2.4-inch color screen features
a full-view display* with an intuitive Ul,

allowing for flexible shoulder and waist
wearing. This design enables quick
access to key information at a glance.
*P50 Pro only

Simplicity

. Work Jointly in Seconds

With Quick Group*, the P5 Series enables you to create or join
a group instantly, saving time and enhancing teamwork.
*Optional

. Clone Your Radio, Simply and Swiftly

With Radio Clone*, the P5 Series allows for quick configuration
cloning from one radio to multiple radios via WiFi.
*Optional




Logistics

Security

Municipal Service Construction

EU version

GSM: 850/900/1800/1900

WCDMA: B1/B3/B5/B8

LTE TDD: B34/B38/B39/B40/B41

LTE FDD: B1/B3/B5/B7/B8/B18/B19/B20/B26/B28
US version

GSM: 850/900/1800/1900

WCDMA: B2/B4/B5

LTE TDD: B38/B41

LTE FDD: B2/B3/B4/B5/B7/B12/B13/B17/B26/B28

Frequency Range

Operating System Android 12

Screen 2.4-inch color LCD screen, 320 x 240 pixels

BDS only (optional)

BT BT 5.0

Battery 4,000 mAh

Card Slot Nano SIM card slot x 1, TF card slot x 1

Storage Temperature -30°Cto + 70°C

IP Rating P68

Certificate CE

Lone Worker Support*

*Available with the Hytera HyTalk Platform.

Hytera Communications Europe
939 Yeovil Road, Slough, Berkshire, SL1 4NH
info@hytera-europe.com | www.hytera-europe.com

Hytera

Industrial Manufacturing Transportation

® Battery ® Data Cable ® Adapter

@ Belt Clip

@® Wired Earpiece ® Remote Speaker @ BT Remote Speaker

Microphone Microphone

@ Charger ® Multi-unit Charger @ BT Earpiece

(Coming soon)

®

(Coming soon)

(Coming soon)
www.linkedin.com/company/

@ hytera-communications-uk
@ Subscribe on YouTube

Hytera reserves the right to modify the product design and the specifications.
In case of a printing error, Hytera does not accept any liability. All specifications are
subject to change without notice.

www.facebook.com
/HyteraEurope

www.instagram.com
/Hytera.Europe
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